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POSEIDON  AND PONTUS
TRANSPORTATION CRADLE

OVERVIEW

The transportation cradle is a heavy-duty steel base designed to secure and protect the Poseidon™ 
and Pontus™ liquid load bank units during transportation and shipping. It supports the load 
bank’s weight, maintains proper center-of-gravity, and provides dedicated forklift pockets and tie-
down points for safe handling. The cradle keeps all major components protected inside the frame, 
reducing the risk of damage in transit and ensuring the load bank arrives ready for use.

FEATURES

•	 Powder-coated steel frame for long-lasting durability 
and protection.  

•	 Fully enclosed load bank footprint to shield the unit 
from bumps and impact during handling.  

•	 Guided loading rails with mechanical stops to keep 
the load bank securely positioned.  

•	 Stackable design for efficient storage when the load 
bank is not seated on the cradle.  

•	 Operate-in-place capability allows the load bank to 
run safely while mounted on the cradle.  

•	 Bidirectional forklift pockets for flexible handling in 
tight spaces. 

•	 Forklift retention points to prevent shifting and 
sliding in the event of sudden stops.  

•	 Integrated ratchet strap tie-down points for secure 
transport. 

•	 Fold-down loading ramp for easy roll-on/roll-off 
access, with locking pins to secure the ramp in the 
upright position.  
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Part Number LVLB10-TC

Dimensions 
(LxWxH)

79 ¼ in x 50 ¼ in x 24 ¾ in  
(2013 mm x 1276 mm x 629 mm)

Weight 500 lbs (227 kg)

Total Weight  
(+Dry Liquid Load Bank)

3,000 lbs (1,360 kg)


