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Features

ࢦ	 Heavy gauge aluminum construction resists corrosion and offers 

protection and durability in rugged railroad environments

ࢦ	 Total wattage range from 1 kW to 2 kW

ࢦ	 Available in AC or DC voltages, from 120V to 750V

ࢦ	 Custom configurations and wattages available

Benefits

ࢦ	 Creates a safer environment for personnel access

ࢦ	 Eliminates the need for snow removal chemicals

Options with the use of Fastrax™ Control Panel

ࢦ	 State-of-the-art automatic snow sensing control

ࢦ	 Built-in limits for safety and equipment protection 

Overall 
Length (in)

Overall  
Width (in)

Thickness 
(in)

Total 
Wattage

240V AC Model No. 480V AC Model No.

48 48

3

1600 FPA1240448R FPA1480448R

60 24 1000 FPA1240524R FPA1480524R

60 30 1400 FPA1240530R FPA1480530R

60 36 1500 FPA1240536 FPA1480536

60 48 2000 FPA1240548 FPA1480548

*Fastrax™ control panel is required with this option.

Platform Heaters
Platform heaters prevent the accumulation of ice and snow 
in the rail gauge walkways for equipment access, creating a 
safer environment and eliminating the need for snow removal 
chemicals.

   F    PA    1    24      4     48    R   DC

Model Series

F – Fastrax™

Voltage

12 - 120V

24 – 240V

48 – 480V

60 – 600V

75 – 750V

Overall Heater 

Length (in)

4 - 48

6 - 60
Application Type

PA – Platform Heater

Model Coding

Voltage Type

AC, DC

Watts/ft

1 – 100

Overall Heater 

Width (in)

24, 30, 36, 48
Options

R – Walkway height 2 1/2"

T – High temperature limit*

Table 10 – Platform Heater Selection Guide
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